
 

 

1. AW120A   3/4” Industry Air Impact Wrench (4 Pcs/20.4Kgs./22.6Kgs./1.21’)  

AW120A Technical Data 

 

                                                                                                                                                                                              

Square Drive 3/4”  

B Bolt Capacity   1 1/4” (M32) 

Overall Length 8 1/2” (21.65cm) 

Avg. Air Con.  8.4 CFM (238 L/min) 

Air Inlet 3/8” 

Hose Size(I.D.) 1/2” 

Air Pressure 90 PSI 

Torque(5 Sec.) 1200 FT-LB / 1627 N.m. 

Max.Torque(10 Sec.) 1500 FT-LB / 2034 N.m. 

Net Weight 5.1 Kg (11.24 LBS). 

Free Speed 5000 RPM 

Vibration 5.9 m/s2 

Sound Pressure Level(Dba) 89 Dba 

 
 Features 

 Mechanism：Twin Hammer  

 Pistol style design, comfort and convenience to operators 
 Highest durable Japan’s steel anvil (2” & 6” optional) 
 Handle exhaust 

 Forward 3 position；Reverse：1 position 

 Powerful torque with excellent continuity 
 Components with durable and heavy duty materials 
 Heavy duty casting of housing 

 Kit set available：sockets – 26, 27, 29, 30, 32, 35, 36, 38mm. 

 

 Application 
 Industry  
 Automotive 
 Boat 
 Agriculture machine 

 


